
GENERAL CATALOGUE 

2016-17 

Jai Shakumbhari Mata 



2 

Beaker                                2-4                                    

Tubes & Vials                                    5-9                              

  Flasks                                                  10-13                              

 Volumetric Labware                  14-26                              

Condenser & Assemblies  28-34                                              

     Viscometer      35-37      

     Bottles & Stopcocks      38-47  

 Filtration Assembly                48-50                              

 Lab Accessories                             51-54                              

Reliant Lab 



Item code Capacity 
    (ml) 

  O.D 
  (mm) 

Length 
   (mm) 

Pcs/Pack 

B1.1 5 20 25 20 

B1.2 10 25 32 20 

B1.3 25 34 45 72 

B1.4 50 42 55 72 

B1.5 100 50 73 72 

B1.6 150 56 83 80 

B1.7 250 68 95 40 

B1.8 400 77 110 24 

B1.9 500 83 115 24 

B1.10 600 90 120 24 

B1.11 1000 105 145 16 

B1.12 2000 131 190 8 

B1.13 3000 146 214 4 

B1.14 5000 170 265 4 

B1.15 10000 220 320 1 

B1.16 20000 300 450 1 

   low form with graduation and  spout 

Beaker 

Low 

Form 
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Beaker 
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 Tall Form, Without Spout 

Item Code Capacity 
(ml) 

O.D 
(ml) 

Length 
(ml) 

Pcs/Pack 

B2.1 50 36 70 40 

B2.2 100 50 80 48 

B2.3 250 62 116 36 

B2.4 500 75 137 24 

B2.5 1000 90 190 16 

 
Philips ,Conical ,With Spout 

Item Code Capacity 
(ml) 

O.D 
(ml) 

Length 
(ml) 

Pcs/Pack 

B3.1 250 75 123 24 

B3.2 500 87 166 24 

Beaker 

Tall 

form 

Beaker 

tall 

Form 

Beaker 

tall 

Form 

 Tall Form, With Spout  
Item Code Capacity 

(ml) 
O.D 
(ml) 

Length 
(ml) 

Pcs/ Pack 

B4.1 100 50 80 48 

B4.2 250 62 116 36 

B4.3 500 75 137 24 

B4.4 1000 90 190 16 
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Round 
Bottom 

Tube 

Item 
code 

O.D x Length 
(mm) 

Bottom 
Type 

Pcs/Pack 

T1.1 12 x 100 Round 100 

T1.2 16 x 100 Round 100 

T1.3 16 x 125 Round 100 

T1.4 16 x 160 Round 100 

T1.5 18 x 180 Round 100 

T1.6 20 x 100 Round 100 

T1.7 20 x 200 Round 100 

T1.8 22 x 200 Round 100 

T1.9 25 x 100  Round 100 

T1.10 25 x 200 Round 100 5 

Tubes 
& Vials 
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Flat 

Bottom 

Tube 
Item 
Code 

Capacity O.D x 
Length 
(mm) 

Bottom 
Type 

Pcs/Pack 

T2.1 5 18 x 45 Flat 100 

T2.2 10 25 x 57 Flat 100 

T2.3 30 25 x 95 Flat 100 

T2.4 40 25 x 145 Flat 100 

PS: Test Tubes in other sizes can be provided 

 on request 

Centrifuge 

Tube 

Item Code Capacity 
(ml) 

Height x 
O.D (mm) 

Pcs/Pack 

T3.1 5 100 x 13 100 

T3.2 10 110 x 15 100 

T3.3 15 120 x 17 100 

T3.4 25 125 x 22 100 

T3.5 50 125 x 28 50 

Conical Bottom Graduated 

Centrifuge 

Tube 

Item Code Capacity 
(ml) 

Height x O.D 
(mm) 

Pcs/Pack 

T4.1 5 100 x 13 100 

T4.2 10 110 x 15 100 

T4.3 15 120 x 17 100 

T4.4 25 125 x 22 100 

T4.5 50 125 x  29 50 

Conical Bottom plain 



Test 

Tube 

Test Tube , With Rim 

Item Code O.D x Length 
(mm) 

Thickness 
     (mm) 

Pcs/ Pack 

T5.1 10 x 75 1.0 100 

T5.2 12 x 75 1.0 100 

T5.3 12 x 100 1.0 100 

T5.4 15 x 125 1.2 100 

T5.5 18 x 150 1.2 100 

T5.6 20 x 150 1.2 100 

T5.7 25 x 150 1.2 100 

T5.8 25 x 200 1.2 100 

Test 

Tube 

Test tube (culture), Without Rim 

Item Code O.D x Length 
(mm) 

Thickness 
(mm) 

Pcs/ Pack 

T6.1 10 x 75 1.0 100 

T6.2 12 x 75 1.0 100 

T6.3 12 x 100 1.0 100 

T6.4 15 x 125 1.0 100 

T6.5 15 x 150 1.0 100 

T6.6 18 x 150 1.0 100 

T6.7 20 x 150 1.0 100 

T6.8 25 x 150 1.0 100 

T6.9 25 x 200 1.0 100 
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Micro 

Centrifuge 

Tube 

Micro Centrifuge Tube 
These centrifuge tubes made  

Of Polypropylene, have built in plugs  

which snaps fit and make these tubes 

leak proof. These tubes can be used for micro  

Analysis 

Material: Polypropylene 

Item code Capacity Pcs/Pack 

T7.1  0.5 ml 1000 

T7.2 1.5 ml 1000 

Float 

Rack Float Rack 
molded in Polypropylene is quite compact 
Autoclavable and can hold 16 micro centrifuge 
 tubes for Incubation in water baths. Easy to load, 
 these are essential in microbiology & immunology  
labs. The surface of the rack has raised alpha-  
numeric index for Easy identification and has a  
ventral rod handle for convenient Lif ting. 
Material: Polypropylene 

Cat no. Capacity Pcs/Pack 

T8.1 16 MCTS of 1.5 ml 12 

MCT 

Twin 

Rack 
MCT Twin Rack 
Provides this twin purpose Rack for both 

0.5 ml  & 1.5 ml micro centrifuge tubes. Each  

side has 108 holes for 0.5 & 1.5 ml. MCT’S,  

Respectively 

Material: Polypropylene 

Cat No. Capacity Pcs/Pack 

T9.1 Rack For 0.5ml 
& 1.5 ml MCTS 
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PCR 

Tube 

Rack 
PCR Tube Rack 
This rack is used for keeping PCR tubes. Top & base of this rack  

are made of tough & transparent  polycarbonate While the  

middle portion is made of polypropylene. The tube holding  

spaces are uniformly placed  so as to Facilitate the use of  

multipipettes.  A no. of racks can be  Stacked together to 

 save shell space. 

Material: Polycarbonate/ polypropylene 

Cat No. Capacity Pcs/Pack 

T10.1 Rack for 96 OCR 
Tubes of 0.2 ml 

4 

MCT 

Box MCT Box 
are molded in polycarbonate and  strong as well 

 as Autoclavable. One  size can hold 64 MCT’s  

of 1.5 ml& the other can hold 100 MCT”s of 0.5 ml.  

These boxes are designed to work at Temperatures  

ranging from -190`C to +121`C. The Transparent 

 cover provides a good view of the contents inside 

& its numbered for better inventory control. 

Material: Polycarbonate 

Cat No. Capacity Pcs/Pack 

T11.1 Rack for 100 MCT”s of 0.5 ml 4 

T11.2 Rack for MCT’s 1.5 ml 4 

Centrifuge 

Tube 

Conical Centrifuge Tube Conical Bottom 
Centrifuge tube with round bottom are  

molded into polypropylene & polycarbonate 

These tubes have excellent clarity and are 

 strong enough to Be used up to 50,000x G. 

 these tubes can be autoclaved, however 

Repeated autoclaving in PC Tubes  

reduces their mechanical 

Material: Polypropylene/ Polycarbonate 

Cat No. Capacity Pcs/ Pack 

T12.1 15 ml 100 

T12.2 50 ml 100 

T12.3 15 ml sterile 100 

T12.4 50 ml Sterile 100 
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Erlenmeyer 

Flask 
Narrow neck 

Cat No. Capacity 
Ml 

D. (mm) D1.(mm) H. (mm) Pcs/ Pack 

F1.1 25 42 22 75 10 

F1.2 50 51 22 90 10 

F1.3 100 64 22 105 10 

F1.4 250 85 34 145 10 

F1.5 500 105 34 180 10 

F1.6 1000 131 42 220 10 

F1.7 2000 166 50 280 6 

F1.8 3000 187 50 310 1 

F1.9 5000 220 50 365 1 

Erlenmeyer Flasks, Narrow Neck With graduation 

10 

Flasks 
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Erlenmeyer 

Flask Wide 
Neck 

Cat No. Capacity 
(ml) 

D. (mm) D1. (mm) H. (mm) Pcs/Pack 

F2.1 25 42 31 70 10 

F2.2 50 51 34 85 10 

F2.3 100 64 34 105 10 

F2.4 250 85 50 140 10 

F2.5 500 105 50 175 10 

F2.6 1000 131 50 220 10 

F2.7 2000 153 72 276 6 

Erlenmeyer Flasks, Wide Neck With graduation 

Erlenmeyer 

Flask Narrow 

Mouth 

Cat. No. Capacity 
(ml) 

Sub 
Division 

(ml) 

Graduation 
Range (ml) 

Rubber 
Stopper 

Size 

Pcs/Pack 

F3.1 25 5 10-25 0 12 

F3.2 50 5 20-50 1 12 

F3.3 125 25 50-125 5 12 

F3.4 250 25 50-250 6 12 

F3.5 300 25 100-300 6 12 

F3.6 500 50 100-500 7 6 

F3.7 1000 50 250-1000 9 6 

F3.8 2000 100 600-2000 10 4 

F3.9 4000 250 1000-4000 10 1 

F3.10 6000 500 1500-6000 10 1 

Flask Erlenmeyer, Narrow Mouth 



Round Bottom Flasks 

Cat No. Capacit
y (ml) 

D. (mm) D1. 
(mm) 

H. (mm) Pcs/Pac
k 

F4.1 50 51 26 95 10 

F4.2 100 64 26 110 10 

F4.3 250 85 34 143 10 

F4.4 500 105 34 168 10 

F4.5 1000 131 42 200 10 

F4.6 2000 166 50 240 6 

F4.7 3000 185 50 260 1 

F4.8 5000 223 50 305 1 

F4.9 10000 279 65 380 1 

Flask Round 

Bottom 

Narrow Neck  Flask Round Bottom narrow neck, with  
beaded rim 

Flask Round 
Bottom 

Wide Neck  

Cat No. Capacity 
(ml) 

D. (mm) D1. 
(mm) 

H. (mm) Pcs/Pack 

F5.1 50 51 34 95 10 

F5.2 100 64 34 110 10 

F5.3 250 85 50 143 10 

F5.4 500 105 50 168 10 

F5.5 1000 131 50 200 10 

F5.6 2000 166 76 240 6 

Flask Round Bottom wide neck,  
with beaded rim 
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Flat Bottom Flasks 

Cat No. Capacity 
(ml) 

D.(mm) D1.(mm) H.(mm) Pcs/Pack 

F6.1 50 51 26 90 10 

F6.2 100 64 26 105 10 

  F6.3 250 85 34 138 10 

F6.4 500 105 34 163 10 

F6.5 1000 131 42 190 10 

F6.6 2000 166 50 230 6 

F6.7 3000 185 50 250 1 

F6.8 5000 223 50 290 1 

F6.9 10000 279 65 360 1 

 Narrow 

Neck Flat 

Bottom 
Flask  

Flask Flat Bottom, narrow neck,  
with beaded rim 

Cat No. Capacity 
(ml) 

D.(mm) D1.(mm
) 

H.(mm) Pcs/Pac
k 

F7.1 50 51 34 90 10 

F7.2 100 64 34 105 10 

F7.3 250 85 50 138 10 

F7.4 500 105 50 163 10 

F7..5 1000 131 50 190 10 

F7.6 2000 166 76 230 6 

Flask Flat Bottom, wide neck, with beaded rim 

Wide 

Neck 

Flat 

Bottom  
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Cat. No. Cap. (ml) Division Tolerance Pcs/Pack 

VB1.1 10ML 0.05 0.03 1 

VB1.2 25ML 0.1 0.05 1 

VB1.3 50ML 0.1 0.05 1 

VB1.4 100ML 0.2 0.1 1 

Burettes with glass stopcock in clear glass in   
compliance with DIN ISO 385 

Burette 

with Glass 

Stopcock 

Cat. No. Capacity 
(ml) 

Division Toleranc
e 

Pcs/Pack 

VB2.1 10ML 0.05 0.03 1 

VB2.2 25ML 0.1 0.05 1 

VB2.3 50ML 0.1 0.05 1 

VB2.4 100ML 0.2 0.1 1 

Shellback 

Burette with 

screw type 

Needle 

Valve 
Burettes with PTFE needle valve stopcock 
In Shellback in compliance with DIN ISO 385 

Volumetric 

Labware 
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Cat. No. Cap.(ml) Division Tolerance Pcs/Pack 

VB4.1 10ML 0.05 0.03 1 

VB4.2 25ML 0.1 0.05 1 

VB4.3 50ML 0.1 0.05 1 

VB4.4 100ML 0.2 0.1 1 

Burettes with PTFE key stopcock in Schellback 
To meet DIN ISO 385 

Schellback 

Burette 

with PTFE 

key 

Cat. No. Cap.(ml) Division Tolerance Pcs/Pack 

VB5.1 10ML 0.05 0.03 1 

VB5.2 25ML 0.1 0.05 1 

VB5.3 50ML 0.1 0.05 1 

VB5.4 100ML 0.2 0.1 1 

Burettes with PTFE key stopcock clear class in 
 compliance With DIN ISO 385 

Burette 

with 

PTFE 

key 

Burette 

with 

Screw type 

Needle 

valve 

Cat. No. Cap.(ml) Division Tolerance Pcs/Pack 

VB3.1 10ML 0.05 0.03 1 

VB3.2 25ML 0.1 0.05 1 

VB3.3 50ML 0.1 0.05 1 

VB3.4 100ML 0.2 0.1 1 

Burettes with PTFE needle valve stopcock clear 
Class in compliance with DIN ISO 385 
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Cat. No. Cap.(ml) Division Tolerance Pcs/pack 

VB7.1 10ML 0.05 0.03 1 

VB7.2 25ML 0.1 0.05 1 

VB7.3 50ML 0.1 0.05 1 

Burettes with PTFE detachable stopcock clear glass 
In compliance with DIN ISO 358 

Burette 

with 

Stopcock 

Cat. No. Cap.(ml) Division Tolerance Pcs/Pack 

VB8.1 10 0.05 0.05 1 

VB8.2 25 0.10 0.10 1 

VB8.3 50 0.10 0.10 1 

Burettes Class B with Amber Graduation, DIN ISO 385 

Schellback 

Burette 

with  

Stopcock 

Burettes with PTFE detachable stopcocks 
In compliance with DIN ISO 385 

Cat. No. Cap.(ml) Division Tolerance Pcs/pack 

VB6.1 10ML 0.05 0.03 1 

VB6.2 25ML 0.1 0.05 1 

VB6.3 50ML 0.1 0.05 1 

Burette B 

class with 

Stopcock 
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Cat. No. Cap. Ml. Tolerance 
(+-ml) 

Pcs/Pack 

VB9.1 0.5 0.005 5 

VB9.2 1 0.008 5 

VB9.3 2 0.010 5 

VB9.4 3 0.01 5 

VB9.5 4 0.015 5 

VB9.6 5 0.015 5 

VB9.7 6 0.015 5 

VB9.8 7 0.015 5 

VB9.9 8 0.02 5 

VB9.10 9 0.02 5 

VB9.11 10 0.020 5 

VB9.12 15 0.03 5 

VB9.13 20 0.030 5 

VB9.14 25 0.030 5 

VB9.15 30 0.03 5 

VB9.16 40 0.05 5 

VB9.17 50 0.050 5 

VB9.18 100 0.080 5 

Cat. No. Cap. Ml. Tolerance 
(+-ml) 

Pcs/Pack 

VB10.1 0.5 0.005 5 

VB10.2 1 0.008 5 

VB10.3 2 0.010 5 

VB10.4 3 0.01 5 

VB10.5 4 0.015 5 

VB10.6 5 0.015 5 

VB10.7 6 0.015 5 

VB10.8 7 0.015 5 

VB10.9 8 0.02 5 

VB10.10 9 0.02 5 

VB10.11 10 0.020 5 

VB10.12 15 0.03 5 

VB10.13 20 0.030 5 

VB10.14 25 0.030 5 

VB10.15 30 0.03 5 

VB10.16 40 0.05 5 

VB10.17 50 0.050 5 

VB10.18 100 0.080 5 

Volumetric  Pipettes 

Volumetric 

Pipettes 1 

Mark 

Volumetric Pipettes, 1 Mark, 
With Individual Certificate, Class AS, 
In compliance with DIN ISO 648 Standard 

Volumetric Pipettes, 1 Mark, 
With  Batch Certificate, Class AS, 
In compliance with DIN ISO 648 Standard 
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Volumetric 

Pipettes 2 

Mark 

Volumetric 

Pipettes 

Class B 

Cat. No. Cap. Ml. Tolerance 
(+-ml) 

Pcs/pack 

VB11.1 0.5 0.0005 5 

VB11.2 1 0.008 5 

VB11.3 2 0.010 5 

VB11.4 3 0.010 5 

VB11.5 4 0.010 5 

VB11.6 5 0.015 5 

VB11.7 6 0.015 5 

VB11.8 7 0.015 5 

VB11.9 8 0.020 5 

VB11.10 9 0.020 5 

VB11.11 10 0.020 5 

VB11.12 15 0.030 5 

VB11.13 20 0.030 5 

VB11.14 25 0.030 5 

VB11.15 30 0.030 5 

VB11.16 40 0.050 5 

VB11.17 50 0.050 5 

VB11.18 100 0.080 5 

Cat. No. Cap. Ml. Tolerance 
(+-ml) 

Pcs/pack 

VB12.1 0.5 0.0005 5 

VB12.2 1 0.008 5 

VB12.3 2 0.010 5 

VB12.4 3 0.010 5 

VB12.5 4 0.010 5 

VB12.6 5 0.015 5 

VB12.7 6 0.015 5 

VB12.8 7 0.015 5 

VB12.9 8 0.020 5 

VB12.10 9 0.020 5 

VB12.11 10 0.020 5 

VB12.12 15 0.030 5 

VB12.13 20 0.030 5 

VB12.14 25 0.030 5 

VB12.15 30 0.030 5 

VB12.16 40 0.050 5 

VB12.17 50 0.050 5 

VB12.18 100 0.080 5 

Volumetric Pipette 1 marl Class B in compliance 
With DIN ISO 648 Standard 

Volumetric Pipettes, 2 Mark, with Batch Certificate, 
Class AS in compliance with DIN ISO 648 Standard,  
Amber printed 
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Graduated Pipettes 
Graduated Pipette now comes in type 1 (Mohr) and  Type 3 ( Serological. 
Type 1 : These pipettes are for partial delivery having 0 point at top 
Type 3 : These Pipettes are for complete delivery having 0 point at top 

Graduated 

Pipettes 

Serological 

Cat. No.  Cap. Ml. Tolerance 
(+- ml) 

Pcs/Pack) 

VB13.1 0.1 0.006 5 

VB13.2 0.2 0.006 5 

VB13.3 1 0.007 5 

VB13.4 2 0.010 5 

VB13.5 5 0.030 5 

VB13.6 10 0.050 5 

VB13.7 25 0.100 5 

Cat. No.  Cap. Ml. Tolerance 
(+- ml) 

Pcs/Pack) 

VB14.1 0.1 0.006 5 

VB14.2 0.2 0.006 5 

VB14.3 1 0.007 5 

VB14.4 2 0.010 5 

VB14.5 5 0.030 5 

VB14.6 10 0.050 5 

VB14.7 25 0.100 5 

Graduated 

Pipette 

Mohr 

Graduated Pipettes Type 3 ( Serological) 

Graduated Pipettes Type 1 (Mohr) 



Cat. No.  Cap. Ml. Tolerance 
(+- ml) 

Sub 
Division 

Qty per 
Pack 

VB15.1 1 0.006 0.1 6 

VB15.2 1 0.006 0.01 6 

VB15.3 2 0.007 0.1 6 

VB15.4 5 0.010 0.1 6 

VB15.5 10 0.030 0.1 6 

VB15.6 25 0.050 0.1 2 

Cat. No.  Cap. Ml. Toleranc
e 

(+- ml) 

Sub 
Division 

Qty per 
Pack 

VB16.1 1 0.01 0.1 6 

VB16.2 1 0.01 0.01 6 

VB16.3 2 0.01 0.1 6 

VB16.4 5 0.02 0.1 6 

VB16.5 10 0.03 0.1 6 

VB16.6 25 0.05 0.1 2 

Graduated 

Pipettes 

Serological 

Graduated 

Pipettes 

Mohr 

Graduated Pipette ( Serological), Class A 

Graduated Pipettes (Mohr), Class A 
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Cat. No.  Cap. Ml. Tolerance 
(+- ml) 

Sub 
Division 

Qty per 
Pack 

VB17.1 0.1 0.005 0.01 6 

VB17.2 0.2 0.008 0.01 6 

VB17.3 1 0.02 0.1 6 

VB17.4 1 0.02 0.01 6 

VB17.5 2 0.04 0.1 6 

VB17.6 5 0.06 0.1 6 

VB17.7 10 0.06 0.1 6 

VB17.8 25 0.1 0.1 2 

Cat. No.  Cap. Ml. Tolerance 
(+- ml) 

Sub 
Division 

Qty per 
Pack 

VB18.1 0.1 0.005 0.01 6 

VB18.2 0.2 0.008 0.01 6 

VB18.3 1 0.02 0.1 6 

VB18.4 1 0.02 0.01 6 

VB18.5 2 0.02 0.1 6 

VB18.6 5 0.04 0.1 6 

VB18.7 10 0.06 0.1 6 

VB18.8 25 0.1 0.1 2 

Graduated Pipette (Serological), Class B 

Graduated Pipettes ( Mohr), Class B 

Graduated 

Pipettes 

Mohr 

Graduated 

Pipettes  

Serological 
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Volumetric Flasks 

Volumetric 

Flasks 

Volumetric Flasks Class A in compliance with 
DIN ISO 1042 Standards  

Cat. No. Cap. Ml. N/S Tolerance 
(+-ml) 

Pcs/Pack 

VF19.0 5 10/19 0.040 2 

VF19.1 10 10/19 0.040 2 

VF19.2 20 10/19 0.040 2 

VF19.3 25 10/19 0.040 2 

VF19.4 50 12/21 0.060 2 

VF19.5 50 14/23 0.100 2 

VF19.6 100 12/21 0.100 2 

VF19.7 100 14/23 0.100 2 

VF19.8 200 14/23 0.150 2 

VF19.9 250 14/23 0.150 2 

VF19.10 500 19/26 0.250 2 

VF19.11 1000 24/29 0.400 2 

VF19.12 2000 29/32 0.600 1 

VF19.13 5000 34/35 1.200 1 

Amber 

Volumetric 

Flasks 
Cat. No. Cap. Ml. N/S Tolerance 

(+-ml) 
Pcs/Pack 

VF20.0 5 10/19 0.040 2 

VF20.1 10 10/19 0.040 2 

VF20.2 20 10/19 0.040 2 

VF20.3 25 10/19 0.040 2 

VF20.4 50 12/21 0.060 2 

VF20.5 50 14/23 0.100 2 

VF20.6 100 12/21 0.100 2 

VF20.7 100 14/23 0.100 2 

VF20.8 200 14/23 0.150 2 

VF20.9 250 14/23 0.150 2 

VF20.10 500 19/26 0.250 2 

VF20.11 1000 24/29 0.400 2 

VF20.12 2000 29/32 0.600 1 

Amber Volumetric Flasks Class A in compliance with 
DIN ISO 1042 Standards  
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Cat. No. Cap. Ml. N/S Tolerance 
(+-ml) 

Pcs/Pack 

VF21.0 5 10/19 0.080 2 

VF21.1 10 10/19 0.080 2 

VF21.2 20 10/19 0.080 2 

VF21.3 25 10/19 0.080 2 

VF21.4 50 12/21 0.120 2 

VF21.5 50 14/23 0.200 2 

VF21.6 100 12/21 0.200 2 

VF21.7 100 14/23 0.200 2 

VF21.8 200 14/23 0.300 2 

VF21.9 250 14/23 0.300 2 

VF21.10 500 19/26 0.500 2 

VF21.11 1000 24/29 0.800 2 

VF21.12 2000 29/32 1.200 1 

Cat. No. Cap. Ml. N/S Tolerance 
(+-ml) 

Pcs/Pack 

VF22.0 5 10/19 0.08 2 

VF22.1 10 10/19 0.08 2 

VF22.2 20 10/19 0.08 2 

VF22.3 25 10/19 0.08 2 

VF22.4 50 12/21 0.120 2 

VF22.5 50 14/23 0.200 2 

VF22.6 100 12/21 0.200 2 

VF22.7 100 14/23 0.200 2 

VF22.8 200 14/23 0.300 2 

VF22.9 250 14/23 0.300 2 

VF22.10 500 19/26 0.500 2 

VF22.11 1000 24/29 0.800 2 

VF22.12 2000 29/32 1.200 1 

Volumetric 

Flasks 

Amber 

Volumetric 

Flasks 

Volumetric Flasks, Clear Glass, Class  B, 
DIN ISO-1042 

Volumetric Flasks, Amber Glass, Class B, 
DIN ISO-1042 
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Measuring Cylinders 

Measuring 

Cylinder 

Cat. No. Cap. Ml. Sub 
division 

Tolerance
(+-ml 

Lot PCS/ 
Pack 

Individual 
PCS/Pack 

MC1.0 5 0.1 0.05 2 1 

MC1.1 10 0.2 0.10 2 1 

MC1.2 25 0.5 0.25 2 1 

MC1.3 50 1.0 0.50 2 1 

MC1.4 100 1.0 0.50 2 1 

MC1.5 250 2.0 1.00 2 1 

MC1.6 500 5.0 2.50 2 1 

MC1.7 1000 10.0 5.00 1 1 

MC1.8 2000 20.0 10.00 1 1 

Cat. No. Capacity Least Count Pcs/Pack 

MC2.0 10ml 0.2ml 24 

MC2.1 25ml 0.5ml 12 

MC2.2 50ml 1ml 12 

MC2.3 100ml 1ml 12 

MC2.4 250ml 2ml 6 

MC2.5 500ml 5ml 4 

MC2.6 1000ml 10ml 2 

MC2.7 2000ml 20ml 2 

Cat. No. Cap. Ml. Sub 
Division 

Tolerance 
(+-ml) 

Lot 
PCS/Pack 

Individual 
Pcs/Pack 

MC3.0 10ML 0.2 0.10 2 1 

MC3.1 25ML 0.5 0.25 2 1 

MC3.2 50ML 1.0 0.50 2 1 

MC3.3 100ML 1.0 0.50 2 1 

MC3.4 250ML 2.0 1.00 2 1 

MC3.5 500ML 5.0 2.50 2 1 

MC3.6 1000ML 10.0 5.00 1 1 

MC3.7 2000ML 20.0 10.00 1 1 

Measuring 

Cylinder 

PP 

Measuring 

Cylinder 

Measuring Cylinder with Round Base Class A 
 

Measuring Cylinders 
Moulded in polypropylene. These autoclavable cylinders  
have raised prominent graduations for easy reading  
and have excellent contact clarity. The broad bas provides 
 good stability. 
Material: Polypropylene  

Measuring Cylinder with hexagonal base Class A 
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Cat. No. Cap. Ml. Sub Division Tolerance (+-
ml) 

Pcs/Pack 

MC4.1 10ML 0.2 0.200 10 

MC4.2 25ML 0.5 0.500 10 

MC4.3 50ML 1.0 1.000 10 

MC4.4 100ML 1.0 1.000 10 

MC4.5 250ML 2.0 2.000 10 

Cat. No. Cap. Ml. Sub Division Tolerance (+-
ml) 

Pcs/Pack 

MC5.1 10ML 0.2 0.200 10 

MC5.2 25ML 0.5 0.500 10 

MC5.3 50ML 1.0 1.000 10 

MC5.4 100ML 1.0 1.000 10 

MC5.5 250ML 2.0 2.000 10 

Measuring 

Cylinder 

Measuring 

Cylinder 

Measuring Cylinder as per DIN EN ISO 4788 with detachable PP base 
 

Measuring Cylinder, Low Form, as per DIN EN ISO 4788, 
Hex Base, Class B 
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Cat. No.0 Cap. Ml. Sub Division Tolerance (+-
ml) 

Pcs/Pack 

MC6.0 10ML 0.2 0.10 2 

MC6.1 25ML 0.5 0.25 2 

MC6.2 50ML 1.0 0.50 2 

MC6.3 100ML 1.0 0.50 2 

MC6.4 250ML 2.0 1.00 2 

MC6.5 500ML 5.0 2.50 2 

MC6.6 1000ML 10.0 5.00 1 

MC6.7 2000ML 20.0 10.00 1 

Cat. No. Cap. Ml. Sub Div. ml Tolerance 
(+-ml) 

Pcs/Pack 

MC7.0 50ML 25 & 50 0.4 10 

MC7.1 100ML 50 & 100 0.8 10 

Measuring 

Cylinder 

Measuring 

Cylinder 

Mixing Cylinder Class A with PP stopper as per 
DIN EN ISO 4788 standards in round base and hexagonal base   

Nessler Cylinder, for color comparison Class A Graduated 
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     Condensers & Assemblies 
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Air Condensers 

Air 

Condenser 

Cat. No. Socket Cone Effective 
length (mm) 

Pcs/Pack 

C1.0 14/23 14/23 200 1 

C1.1 19/26 19/26 200 1 

C1.2 24/29 24/29 250 1 

C1.3 19/26 19/26 400 1 

C1.3 24/29 24/29 500 1 

C1.4 34/35 34/35 500 1 

C1.5 19/26 9/26 600 1 

C1.6 24/29 24/29 750 1 

C1.7 - 19/26 750 1 

C1.8 - 24/29 750 1 

C1.9 - 19/26 1000 1 

C1.10 - 24/29 1000 1 

Air condensers, Manufactured From ASTME 438 
Type 1 Class A boro 3.3 Glass. These are used for the  
condensation of material with boiling point above 150c. 
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Liebig Condenser 
Manufactured from ASTM E428 type 1 Class A Boro 3.3 Glass. These condenser comes with glass & plastic 
Screw thread connector & is highly efficient with large cooling surface, DIN 12576. This Condenser is  
Suitable for Distillation & reflux applications.  

Cat. No. Socket Effective Length 
(mm) 

Cone Connector Pcs/Pack 

C2.0 14/23 160 14/23 Screw thread 1 

C2.1 19/26 160 19/26 Screw thread 1 

C2.2 19/26 250 19/26 Screw thread 
 

1 

C2.3 24/29 250 24/29 Screw thread 
 

1 

C24 29/32 250 29/32 Screw thread 
 

1 

C2.5 19/26 300 19/26 Screw thread 1 

C2.6 24/29 300 24/29 Screw thread 
 

1 

C2.7 29/32 300 29/32 Screw thread 
 

1 

C2.8 24/29 400 24/29 Screw thread 
 

1 

C2.9 29/32 400 29/32 Screw thread 
 

1 

C2.10 14/26 160 14/23 Glass 1 

C2.11 19/26 160 19/26 Glass 
 

1 

C2..12 19/26 250 19/26 Glass 
 

1 

C2.13 24/29 250 24/29 Glass 
 

1 

C2.14 29/32 250 29/32 Glass 
 

1 

C2.15 19/26 300 19/26 Glass 
 

1 

C2.16 24/29 300 24/29 Glass 
 

1 

C2..17 29/32 300 29/32 Glass 
 

1 

C2.18 24/29 400 24/29 Glass 
 

1 

C2.19 29/32 400 29/32 Glass 
 

1 

Liebig 

Condenser 
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Coil Condenser 
Manufactured from ASTM E428 type 1 Class A Boro 3.3 Glass. These condenser comes with glass connectors 
And with plastic screw thread connector and is highly efficient with a large cooling surface. This condenser is  
suitable for Distillation & Reflux applications. 

Cat. No. Socket Effective Length 
(mm) 

Cone Connector Pcs/Pack 

C3.0 14/23 160 14/23 Screw Thread 1 

C3.1 19/26 160 19/26 Screw Thread 1 

C3.2 14/23 250 14/23 Screw Thread 1 

C3.3 19/26 250 19/26 Screw Thread 1 

C3.4 24/29 250 24/29 Screw Thread 1 

C3.5 29/32 250 29/32 Screw Thread 
 

1 

C3.6 24/29 300 24/29 Screw Thread 
 

1 

C3.7 29/32 300 29/32 Screw Thread 
 

1 

C3.8 29/32 400 29/32 Screw Thread 
 

1 

C3.9 14/23 160 14/23 Glass 1 

C3.10 19/26 160 19/26 Glass 
 

1 

C3.11 14/23 250 14/23 Glass 
 

1 

C3.12 19/26 250 19/26 Glass 
 

1 

C3.13 24/29 250 24/29 Glass 
 

1 

C3.14 29/32 250 29/32 Glass 
 

1 

C3.15 24/29 300 24/29 Glass 
 

1 

C3.16 29/32 300 29/32 Glass 
 

1 

C3.17 29/32 400 29/32 Glass 
 

1 

Coil 

Condenser 

30 Reliant Lab 



Allihin Condenser 
Manufactured from ASTM E428 type 1 Class A Boro 3.3 Glass. These Condensers are ideal for reflux 
And comes with glass and plastic screw thread connector. This condenser having inner bulb  
Section provides increased cooling surface and is ideal for Reflux Application 

Cat. No. Socket Effective Length 
(mm) 

Cone Connector Pcs/Pack 

C4.0 14/23 160 14/23 Screw Thread 1 

C4.1 19/26 160 19/26 Screw Thread 1 

C4.2 14/23 250 14/23 Screw Thread 1 

C4.3 19/26 250 19/26 Screw Thread 1 

C4.4 24/29 250 24/29 Screw Thread 1 

C4.5 29/32 250 29/32 Screw Thread 
 

1 

C4.6 24/29 300 24/29 Screw Thread 
 

1 

C4.7 29/32 300 29/32 Screw Thread 
 

1 

C4.8 29/32 400 29/32 Screw Thread 
 

1 

C4.9 14/23 160 14/23 Glass 1 

C4.10 19/26 160 19/26 Glass 
 

1 

C4.11 14/23 250 14/23 Glass 
 

1 

C4.12 19/26 250 19/26 Glass 
 

1 

C4.13 24/29 250 24/29 Glass 
 

1 

C4.14 29/32 250 29/32 Glass 
 

1 

C4.15 24/29 300 24/29 Glass 
 

1 

C4.16 29/32 300 29/32 Glass 
 

1 

C4.17 29/32 400 29/32 Glass 
 

1 

Allihin 

Condenser 
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Dimroth Condenser 
Manufactured from ASTM E428 type 1 Class A Boro 3.3 Glass 
The condenser comes with glass and plastic screw thread connector 

Cat. No. Socket Effective Length 
(mm) 

Cone Connector Pcs/Pack 

C5.0 14/23 160 14/23 Screw Thread 1 

C5.1 19/26 160 19/26 Screw Thread 1 

C5.2 14/23 250 14/23 Screw Thread 1 

C.5.3 19/26 250 19/26 Screw Thread 1 

C5.4 24/29 250 24/29 Screw Thread 1 

C5.5 29/32 250 29/32 Screw Thread 
 

1 

C5.6 24/29 300 24/29 Screw Thread 
 

1 

C5.7 29/32 300 29/32 Screw Thread 
 

1 

C5.8 29/32 400 29/32 Screw Thread 
 

1 

C5.9 14/23 160 14/23 Glass 1 

C5.10 19/26 160 19/26 Glass 
 

1 

C5.11 14/23 250 14/23 Glass 
 

1 

C5.12 19/26 250 19/26 Glass 
 

1 

C5.13 24/29 250 24/29 Glass 
 

1 

C5.14 29/32 250 29/32 Glass 
 

1 

C5.15 24/29 300 24/29 Glass 
 

1 

C5.16 29/32 300 29/32 Glass 
 

1 

C5.17 29/32 400 29/32 Glass 
 

1 

Dimroth 

Condenser 

32 Reliant Lab 



Condensers For Soxhlet Apparatus 

Cat. No. Cone Effective 
Length (mm) 

Extractor 
ML 

Connector Pcs/
Pack 

C6.0 45/40 300 100 Screw 
Thread 

1 

C6.1 45/40 400 250 Screw 
Thread 

 

1 

C6.2 60/46 400 500 Screw 
Thread 

 

1 

C6.3 71/55 400 1000 Screw 
Thread 

 

1 

C6.3 45/40 300 100 Glass 1 

C6.4 45/40 400 250 Glass 
 

1 

C6.5 60/46 400 500 Glass 
 

1 

C6.6 71/55 400 1000 Glass 
 

1 

Manufactured From ASTM E 438 Type 1 class A Boro 3.3 Glass. 
This condenser come with glass and plastic screw thread connector 

Allihin 

Condenser 

Dimroth 

Condenser 

Manufactured From ASTM E 438 Type 1 class A Boro 3.3 Glass. 
This condenser come with glass and plastic screw thread connector 

Cat. No. Cone Effective 
Length 
(mm) 

Extracto
r ML 

Connect
or 

Pcs/Pack 

C7.0 45/40 300 100 Screw 
Thread 

1 

C7.1 45/40 400 250 Screw 
Thread 

 

1 

C7.2 60/46 400 500 Screw 
Thread 

 

1 

C7.3 71/55 400 1000 Screw 
Thread 

 

1 

C7.3 45/40 300 100 Glass 1 

C7.4 45/40 400 250 Glass 
 

1 

C7.5 60/46 400 500 Glass 
 

1 

C7.6 71/55 400 1000 Glass 
 

1 
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Extraction Apparatus 

Cat. No. Extracto
r cp.(ml) 

Extracto
r Socket 

Extracto
r cone 

FlasK 
Cap 

Condens
er type 

Connect
or 

Pcs/Pack 

C8.0 100 45/40 29/32 250 ALLIHIN SCREW 
THREAD 

1 

C8.1 250 45/40 29/32 500 ALLIHIN SCREW 
THREAD 

1 

C8.2 500 60/46 29/32 1000 ALLIHIN SCREW 
THREAD 

1 

C8.3 1000 71/55 29/32 2000 ALLIHIN SCREW 
THREAD 

1 

C8.4 100 45/40 29/32 250 DIMROT
H 

SCREW 
THREAD 

1 

C8.5 150 45/40 29/32 250 DIMROT
H 

SCREW 
THREAD 

1 

C8.6 250 45/40 29/32 500 DIMROT
H 

SCREW 
THREAD 

1 

C8.7 500 60/46 29/32 1000 DIMROT
H 

SCREW 
THREAD 

1 

C8.8 1000 71/55 29/32 2000 DIMROT
H 

SCREW 
THREAD 

1 

Consists of Flask, Extractor and condenser 

Soxhlet 

Extraction 

Apparatus 

Soxhlet 

Extractor 

Cat. No. Capacity (ml) Socket Cone Pcs/Pack 

C9.0 100 45/40 29/32 1 

C9.1 250 45/40 29/32 1 

C9.2 500 60/46 29/32 1 

C9.3 1000 71/55 29/32 1 
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Viscometer 

Cat. No. Size Nominal 
constant 

Viscosity 
Range (CS) 

Qty Per 
Case 

VM1.0 O 0.002 0.3-3 10 

Viscometer College Pattern, Oswal  

Oswal 

Viscometer 
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Cat. No. Size Nominal 
Constant 

Viscosity 
Range (CS) 

Qty Per 
Case 

VM2.0 O 0.001 0.3-3 1 

VM2.1 A 0.003 1-5 1 

VM2.2 B 0.01 2-15 1 

VM2.3 C 0.03 6-45 1 

VM2.4 D 0.1 20-120 1 

VM2.5 E 0.3 60-500 1 

VM2.6 F 1.0 200-1000 1 

VM2.7 G 3.0 600-4000 1 

VM2.8 H 10 2000-15000 1 

Viscometer U-Tube  

U Tube 

Viscometer 

Cat. No. Size Nominal 
Constant 

Viscosity 
Range (CS) 

Qty Per 
Case 

VM3.0 1 0.003 1.18 1 

VM3.1 2 0.01 2.0 1 

VM3.2 3 0.03 6.0 1 

VM3.3 4 0.1 20 1 

VM3.4 5 0.3 60 1 

VM3.5 6 1.0 200 1 

VM3.6 7 3.0 600 1 

VM3.7 8 10.0 2000 1 

U Tube 

Viscometer 

Viscometer U-Tube Reverse Flow 
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Cat. No. Size Nominal 
Constant 

Viscosity 
Range (CS) 

Qty Per 
Case 

VM4.0 25 0.002 0.4-1.6 1 

VM4.1 50 0.004 0.8-3.2 1 

VM4.2 75 0.008 1.6-8 1 

VM4.3 100 0.015 3-12 1 

VM4.4 150 0.035 7-28 1 

VM4.5 200 0.1 20-80 1 

VM4.6 300 0.25 50-200 1 

VM4.7 350 0.5 10-400 1 

VM4.8 400 1.2 240-960 1 

VM4.9 450 2.5 500-2000 1 

VM4.10 500 8 1600-6400 1 

VM4.11 600 20 4000-
16000 

1 

Viscometer, Cannon-Fenske, Direct Flow, Routine type 

Cat. No. Size Nominal 
Constant 

Viscosity 
Range (CS) 

Qty Per 
Case 

VM5.0 25 0.002 0.4-2 1 

VM5.1 50 0.004 0.8-4 1 

VM5.2 75 0.008 1.6-8 1 

VM5.3 100 0.015 3-15 1 

VM5.4 150 0.035 7-35 1 

VM5.5 200 0.1 20-100 1 

VM5.6 300 0.25 50-200 1 

VM5.7 350 0.5 100-500 1 

VM5.8 400 1.2 240-1200 1 

VM5.9 450 2.5 500-2500 1 

VM5.10 500 8 1600-8000 1 

VM5.11 600 20 4000-
20000 

1 

Viscometer, Cannon-Fenske, Reverse Flow, Routine type 

Cannon-

Fenske 

Viscometer 

Cannon-

Fenske 

Viscometer 

Reliant Lab 



Bottles & Stopcocks 
 

Bottles nave multiple uses. As the Aspirator, Reagent and Solution Bottles are not used for  
direct heating purposes, they are designed with heavier wall thickness. making the  
mechanical stronger to withstand wet or dry sterilisation. The high chemical durability of   
the glass ensures this most reagents can be stand In these bottles for long durations in  
almost the same condition. Plain Neck Solution Bottles are designed to have a uniform  
rubber stopper fit. Roux Bottles and Mille Dilution Bottles have flat surfaces and are widely 
 used for culture growth 
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Cat. No. Capacity (ml) Approx O.D X 
Height mm 

Qty Per Case 

BS1.0 1000 101 X 225 10 

BS1.1 2000 136 X 260 4 

BS1.2 5000 181 X 323 1 

BS1.3 10000 227 X 410 1 

BS1.4 20000 296 X 500 1 

Bottle, Aspirator, with Cap & interchangeable Stopper 

Aspirator 

Bottles 

Cat. No. Capacity (ml) Approx O.D X 
Height mm 

Qty Per Case 

BS2.0 60 42 X 100 10 

BS2.1 125 55 X 120 10 

BS2.2 300 70 X 143 30 

Bottles, B.O.D, with interchangeable Stopper and 
Plastic cap 

B.O.D 

Bottles 

Culture 

Roux 

Bottles 

Cat. No. Capacity 
ml 

Approx. 
b x w x h 

mm 

Approx. 
Neck I.D 

mm 

Qty per 
case 

BS3.0 1000 126 x 56 
x 265 

26 20 

Bottles, Culture, Roux, Off-Set Neck 
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Cat. No. Capacity  (ml) Approx. Width 
x Breadth x 

Height 

Qty Per Case 

BS4.0 210 63 x 40 x 150 50 

Bottles, McCartney Flat, With Aluminum Screw cap 
& Rubber Liner, Neutral 

McCartney 

Flat Bottles 

Cat. No. Capacity 
ml 

Approx. 
O.D X 
Height 

mm 

Approx. 
Neck I.D 

mm 

Qty per 
case 

BS5.0 160 150 19 10 

Bottles, Milk Dilution, Graduated, Screw Cap & Liner 

Milk 

Dilution 

Bottles 



Cat. No. Capacity 
Ml 

Approx. O.D x 
Height mm 

Neck Stopper 
Size 

Qty Per Case 

BS6.0 60 45 X 100 14/23 40 

BS6.1 100 56 X 105 19/26 10 

BS6.2 125 56 X 120 19/26 50 

BS6.3 250 70 X 120 19/26 10 

BS6.4 500 86 X 180 24/29 10 

BS6.5 1000 100 X 230 29/32 10 

BS6.6 2000 136 X 255 29/32 10 

Bottles, Reagent, Plain Narrow Mouth, Graduated with  
Interchangeable Flat Head Stopper 

Reagent 

Bottles 

Cat. No. Capacity ml Approx. O.D x 
Height mm 

Thread 
Specification 

Qty Per Case 

BS7.0 10 36 X 50 GL 25 10 

BS7.1 25 36 X 70 GL25 20 

BS7.2 50 46 X 87 GL32 20 

BS7.3 100 56 X 100  GL45 10 

BS7.4 150 60 X 120 GL45 10 

BS7.5 250 70 X 138 GL45 10 

BS7.6 500 86 X 176 GL45 10 

BS7.7 1000 101 X 225 GL45 10 

BS7.8 2000 136 X 260 GL45 10 

BS7.9 3000 158 X 295 GL45 2 

BS7.10 5000 183 X 323 GL45 1 

BS7.11 10000 235 X 405 GL45 1 

BS7.12 20000 296 X 500 GL45 1 

Bottles, Reagent, Graduated With Screw Cap And Pouring Ring 

Reagent 

Bottles 
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Cat. No. Color 
Description 

Thread 
Specification 

Qty Per Case 

BS8.0 Blue GL 45 10 

BS8.1 Orange GL 45 10 

BS8.2 Yellow GL 45 10 

BS8.3 Green GL 45  10 

BS8.4 Grey GL 45 10 

BS8.5 Blue GL 45 10 

BS8.6 Blue GL 45 10 

BS8.7 Blue GL 45 10 

Screw Cap, With Pouring ring for Screw Cap Bottles 

Screw 

Cap 

Cat. No. Color 
Specification 

Thread 
Specification 

Qty Per Case 

BS9.0 Blue GL-45 10 

Pouring Ring, Blue Color 
Pouring Rings are made up of PP (Polypropylene) and are autoclavable 

Pouring 

Rings 

Cat. No. Color 
Specification 

Thread 
Specification 

Qty Per Case 

BS10.0 Red GL-45 10 

Red Screw Cap with Pouring ring for Laboratory bottles,  
Autoclavable up to 200 C 

Screw 

Cap 
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Cat. No. Capacity ml Approx O.D 
x Height mm 

Neck 
Stopper Size 

Qty Per Case 

BS11.0 60 40 X 100 14/23 20 

BS11.1 100 56 X 105 14/15 10 

BS11.2 125 56 X 120 19/26 20 

BS11.3 250 70 X 140 19/26 10 

BS11.4 500 86 X 182 24/29 10 

BS11.5 1000 101 X 230 29/32 5 

BS11.6 2000 136 X 225 29/32 5 

Bottles, Reagent, Amber, Narrow Mouth, Graduated, 
With Interchangeable Flat Head Stopper 

Reagent 

Bottles 

Cat. No. Capacity ml Approx O.D 
x Height mm 

Thread 
Specification 

Qty Pe r 
Case 

BS12.0 10 36 x 50 GL 25 10 

BS12.1 25 36 x 70 GL 25 20 

BS12.2 50 46 x 87 GL 32 20 

BS12.3 100 56 x 100 GL 45 10 

BS12.4 250 70 x 138 GL 45 10 

BS12.5 500 86 x 176 GL 45 10 

BS12.6 1000 101 x 225 GL 45  10 

BS12.7 2000 136 x 260 GL 45 10 

BS12.8 3000 158 x 295 GL 45 2 

BS12.9 5000 183 x 323 GL 45 1 

BS12.10 10000 235 x 405 GL 45 1 

Reagent 

Bottles 

Bottles, Reagent, Amber, Narrow Mouth, Graduated, 
With  screw cap and Pouring Ring 
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Cat. No. Capacity 
ml 

Capacity 
Tolerance 

+ml 

Max. Body 
Dia x 

Height 
mm 

Size Of 
Interchan

geable 
Stopper 

Qty Per 
Case 

BS13.0 10 0.3 29 X 48 10/15 5 

BS13.1 25 0.8 40 X 55 10/15 5 

BS13.2 50 1.0 50 X 65 10/15 5 

Bottles, Relative Density, with Capillary Bore Interchangeable Teflon Stopper 

Relative 

Density 

Bottles 

Cat. No. Capacity 
ml 

Capacity 
Tolerance 

+ml 

Max. 
Body Dia 
x Height 

mm 

Size Of 
Interchan

geable 
Stopper 

Qty Per 
Case 

BS14.0 10 1 29 X 48 10/15 10 

BS14.1 25 2 40 X 55 10/15 10 

BS14.2 50 3 50 X 65 10/15 5 

Bottles, Relative Density, with Capillary Bore 
Interchangeable Teflon Stopper 

Relative 

Density 

Bottles 
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Cat. No. Joint (mm) Qty Per Case 

BS15.0 B 14 10 

BS15.1 B 19 10 

BS15.2 B 24 10 

BS15.3 B 29 10 

Cat. No. Capacity ml Approx. Dia. 
Mm 

Bottle Height 
mm 

Qty Per Case 

BS16.0 500 75 167 36 

LDPE 

Plastic 

Bottle 

Plastic 

Clamps 

Bottles, Wash, LDPE Plastic, Squeeze Type, Screw Cap, 
Fitted With Stoppers and Delivery Tubes 

Plastic Clamp for Joint Fittings 

Reliant Lab 



46 

Stopcocks 

Cat. No. Bore Size Pack Size 

BS17.0 0-3 10 

BS17.1 0-6 10 

Rotaflow 

Stopcock 

Straight 

Cat. No. Size Bore Size Pack Size 

BS18.0 12.5 2.5 10 

BS18.1 14.5 2.5 10 

BS18.2 14.5 4.0 10 

BS18.3 18.8 6.0 10 

PTFE 

Stopcock 

Straight 

Rotaflow 

Stopcock 

for Burette 

Cat. No. Bore Size Pack Size 

BS19.0 0-3 10 
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Cat. No. Size Bore Size Pack Size 

BS20.0 12.5 2.5 10 

BS20.1 14.5 2.5 10 

BS20.2 14.5 4.0 10 

BS20.3 18.8 6.0 10 

Cat. No. Size Bore Size Pack Size 

BS21.0 12.5 2.5 10 

Cat. No. Size Bore Size Pack Size 

BS22.0 12.5 2.5 10 

Glass 

Stopcock 

Straight 

PTFE 

Stopcock 

for Burette 

PTFE  key 

Stopcock 

for Burette 
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Filtration Assembly 

HPLC Mobile Phase Filtration  
Analysis of Particulate 1 bacterial contamination & general Laboratory  micro-filtration  
Units have Gl coarse porosit Frits & accommodate 47 mm filters I 25 mm filters  
All glass design ensures Chemical Compatibility with Most of the Organic Solvents.  
Application:.  
Used for Filtration of HPLC solvents and aqueous mobile phase solutions and buffers 
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Cat. No. Capacity (ml) Filtration 
Base (mm) 

Qty Per Case 

FA1.0 500 47 1 

FA1.1 1000 47 1 

FA1.2 2000 47 1 

All Glass Filter Holder – 47mm, 
 

Cat. No. Capacity (ml) Description 

FA1.1.0 500 ml Flask For Filter Holder 

FA1.1.1 1000 ml Flask For Filter Holder 
 

FA1.1.2 2000 ml Flask For Filter Holder 
 

FA1.1.3 300 ml Funnel For Filter Holder 

FA1.1.4 47 mm Filter Support Base For 
filter Holder 

FA1.1.5 47 mm Aluminum Clamp For filter 
Holder 

Spares For All Glass Filter Holder – 47mm 

Cat. No. Capacity (ml) Filtration Base 
Size mm 

Qty Per case 

FA1.2.0 5000 90 1 

All Glass Filter Holder – 90mm 

Cat. No. Capacity (ml) Description 

FA1.3.0 5000 ml Flask For Filter Holder With 
B55 Cone 

FA1.3.1 1000 ml Funnel For Filter Holder 
Flask 

 

FA1.3.2 90 mm Filter support base For 
Filter Holder 

 

FA1.3.3 90 mm Aluminum Clamp For Filter 
Holder 

Filtration 

Assembly 
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Cat. No. Capacity (ml) Filtration 
Base (mm) 

Qty Per Case 

FA2.0 1000 47 1 

FA2.1 2000 47 1 

Cat. No. Capacity (ml) Description 

FA2.1.0 1000 ml Flask For Filter Holder 

FA2.1.1 2000 ml Flask For Filter Holder 
 

FA2.1.2 300 ml Funnel For Filter Holder 
 

FA2.1.3 47 mm Filter Support Base For 
Filter Holder with silicon 

FA2.1.4 47 mm Aluminium Clamp For 
filter Holder 

All Glass Filter Holder – 47mm, Filtration assembly 

Spares For All Glass Filter Holder -  47mm  

Cat. No. Capacity (ml) Description 

FA2.2.0 1000 ML Flask For Filter Holder 

FA2.2.1 2000 ML Flask For Filter Holder 
 

FA2.2.2 300 ML Funnel For Filter Holder 
 

FA2.2.3 47 mm Filter Support Base For Filter 
Holder With Silicon 

FA2.2.4 47mm Aluminium Clamp For Filter 
Holder 

Spares For All Glass Filter Holder – 47mm 

Filtration 

Assembly 
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Lab Accessories 

Cat. No. Description Size Inches Qty per case 

LA1.0 Beaker Tong 10 6 

LA1.1 Beaker Tong 12 6 

LA1.2 Flask Tong 10 6 

Cat. No. Description Size 
Inches 

Qty per 
case 

LA2.0 Crucible Tong with bow stainless steel 6 6 

LA2.1 Crucible Tong with bow stainless steel 
 

8 6 

LA2.2 Crucible Tong with bow stainless steel 
 

12 6 

Cat. No. Description Case Lot No. 

LA3.0 Two finger clamp, Zinc pressure die casted 10 

LA3.1 Three finger clamp, aluminium pressure 
die casted 

10 

LA3.2 Four finger clamp Zinc pressure die casted 10 

LA3.3 Four finger clamp Aluminium pressure die 
casted 

 

10 

Tongs For 

Beakers & 

Flasks 

Tongs For 

Crucible 

Clamps 

•Made Of Stainless steel 
•Used to handle hot beakers & flasks 

•Made Of Stainless steel 
•Used to handle hot Crucibles 

•Available in zinc & Aluminium die casted 
• It is coated with LEAD-FREE powder coating & fitted with brass 
 Screw which makes it totally RUST-FREE CLAMP 
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Cat. No. Description Case Lot No. 

LA4.0 Two finger clamp ( Zinc PDC) with 
adjustable bosshead 

12 

LA4.1 Three finger clamp ( Aluminium 
PDC) with adjustable bosshead 

 

12 

LA4.2 Four finger clamp ( Zinc PDC) with 
adjustable bosshead 

 

12 

LA4.3 Four finger clamp ( Aluminium PDC) 
with adjustable bosshead 

12 

Cat. No. Description Case 
Lot No. 

LA5.0 Single burette clamp, PVC coated jaws 
stainless steel 

12 

LA5.1 Single Burette clamp, PVC uncoated 
jaws, stainless steel 

 

12 

Cat. No. Description Case 
Lot No. 

LA6.0 Single burette clamp, Aluminium PDC 6 

LA6.1  
Single burette clamp, Aluminium PDC 

 

6 

LA6.2 Single burette clamp, Aluminium PDC 
 

6 

LA6.3 Double burette clamp, Aluminium PDC 
 

6 

Clamps 

with 

bosshead 

Universal 

Clamps 

Burette 

Clamps 
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Cat. No. Description Size in 
inches 

Case Lot No. 

LA7.0 Retort ring with bosshead 3 6 

LA7.1 Retort ring with bosshead 
 

4 6 

Cat. No. Description Size in 
inches 

Case Lot 
No. 

LA8.0 Retort base. Heavy 6”x 4” 6 

LA8.1 Retort base. Heavy 
 

8”x 5” 6 

LA8.2 Retort base. Heavy 
 

10”x 6” 6 

Cat. No. Description Approx. O.D 
x Height 

Case Lot 
No. 

LA9.0 Retort Rod (SS Grade 201) 12 x 500 2 

LA9.1 Retort base. Heavy 
 

12 x 600 2 

LA9.2 Retort base. Heavy 
 

12 x 750 2 

Cat. No. Description Case 
Lot No. 

LA10.0 Z shape test tube stand, Aluminium, 19 
hole assorted 

6 

LA10.1 Z Shape Test Tube stand, 2S hole for 
16mm tube 

6 

Retort 

Ring 

Retort 

Base 

Rod for 

Retort Base 

Test tube 

stand 

Reliant Lab 
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Burners 

Test tube 

Holder 

Cat. No. Description Case 
Lot No. 

LA11.0 Test Tube holder, cross pattern, 
Stainless steel 

24 

Cat. No. Description Case 
Lot No. 

LA12.0 Bunsen burner, Zinc PDC base with 
11mm brass pipe for L.P. G 

2 

LA12.1 Bunsen burner, Zinc PDC base with 
13mm brass pipe for L.P. G 

 

2 

LA12.2 Burner sheet metal base with 13mm 
pipe, for L.P.G 

2 

Reliant Lab 


